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Dimming rang:   0.1%-100%

Suitable for use with various mini constant current magnetic track systems

Line design, with smaller and thinner dimensions

1.0mm

5mm

 PCBA  Length                           113.5
 PCBA  Width                             8.2
 PCBA  Height                            5
 
 Weight                                     10g         

Lamp voltage range 6-36VDC:

version 2025.V1.0：WWW.keytecled.com

DC48V Input

Max output powe 16W

Low stand by power :0.5W 

Flicker free

Starting time<0.6S

Efcieny>92%  (When 36V 450mA)

Dimmable built-in and independent constant currenrt DALI driver

Suitable for the following tracks ;7mm Magnetic power supply shell  
                   

Nominal life-time is more than 55,000 hour

Magnetic Track Driver

Dimension Information

DALI Standard:IEC62386: 101/102/207

.

KMT 16-450 DALI- -

Constant Current  
    DC48V  DT6 

113.00 mm113.5mm

8.2mm

3.58 mm3.58 mm3.58 mm3.58 mm3.58 mm3.58 mm

3.58 mm

3.58 mm3.58 mm3.58 mm3.58 mm3.58 mm

To LED

DC48V

DA

DB

Cable connection method
Explosive connection method



Input I mat onnfor i

Input Voltage 48Vdc 

Input Current  0.37A max.

Min. oltageOperatinal V 42Vdc 
Ma perational oltageO   V 50Vdc 
Start Time ≤ 0.6S

Ambient angeTemperature R - ℃ ℃20  to +45

Envi o entr nm Approbation&

Safety Standards  - , - -  IEC61347 1 IEC61347 2 13  

Protection Rating NO

Operating Condition  Dry

Standby Power Loss 0.5W≤

Isolation Non isolated-

Full Product Code

Full odu NamePr ct

Ordering I o m onnf r ati

KMT 16-450 DALI- -

Dt6 Mini Magnetic Track Specialized Power Supply

Output Infor tionma

Ou ut ol getp V tage anR 6 ~ 42Vdc  

Open Circuit eVoltag

Output Cu err nt Rang e 450mA

Output Cu e Ripplerr nt ≤ .  10% @ max  output current

48VDC

All parameters NOT specially mentioned are typical and measure at 48V input rated current and at 25°C of ambient temperature          ,      .
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Protective Features

●   Short-circuit behaviour

In case of short circuit at LED output  output is working in hiccup mode.   -    , the 

When the short circuit fault is removed the output will return to normal automatically    -    ,     .

●   No-load operation

The LED driver will not be damaged in no-load operation  The output will work in hiccup mode when no load.        
connects.If a LED load is reconnected, the output will return to normal automatically . .

●   Overload protection

If the output power range is exceeded  the LED driver automatically decreases the maximum LED output current.,    
 If the LED voltage decreases to relieve the output power limit the maximum LED output current will restore            ,      .

Magnetic Track Driver
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Functions for DALI

Function

LED current

DALI def ametersault par

Scene oupss and gr

Min. dimming percentage

 DALI 2   DT6-

read write

Output power limit

Dimming curve

●   LED current   

The LED output current must be adapted to the connected LED odule. The value is limited by the current ｍ  

The LED can be programmed by and the final setting will take effect immediately  current     DALI,        .

●   Scenes and groups

The function provides a method to set the 16 scenes level and 16 groups by DALI and the final setting               ,     

range of respective device     .  

will take effect immediately   . 

●  Output power limit

This function protects the LED driver from overload by reducing the max output current in case of operation above           .        

 The driver will continuously monitor the LED module voltage and automatically limit the output power less than 30W.   

●  Dimming curve selection

The driver supports logarithmic and linear dimming curve      .

After changing the dimming curve the light output and stored parameters about level may need to be reconfigured      ,          .

the output power limit   .

Other Parameters
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LUM imming D Efficiency vs oadL
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Wiring Diagram

DC 48V AC100-277V
L
N

DALI Signal

LED DRIVER

DC6-36V

6 FunctionDT   
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DALI Signal DC 48V
AC100-277V

L
NLED DRIVER

Explosive connection method

Please note: 

1.When connecting the DC48V, there is no need to distinguish between positive and negative poles.
   This will enhance construction efciency and reduce the possibility of errors during the process

2.When the product is manufactured, standard products do not have any cables welded onto them

3.If you choose to use welded shrapnel, please provide the shrapnel material.
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